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comPaAcT 


DIGITAL AUDIO 
Keep this manual handy for future reference. 


For your records 

Record the serial number, found on the bottom of the unit, in 
the spaces designated on the warranty card, and in the space 
provided below. Refer to the model and serial numbers 
whenever you call upon your dealer for information or service 
on this product. 

Model DPC-55 Serial number 


INTED IN JAPAN 850-9023-18(K, P, U, UE, M, E, THT) 
a9/12 110987E54321 Ban2hiw9B7 ES 


® 9 ® 


© ©OO@ 


Fig. 3 
Abb. 3 


Attach the carrying belt as shown in the it- 
lustration, 


Fixer la courroie de transport comme indiqué 
dans Iillustration. 


Den Trageriemen am Gerat anbringen, wie 
in der Abbildung gezeigt. 


Bevestig de draagriem zoals afgebeeld. 
Fissare {a tracolla per il trasporto come in- 
dicato in figura. 

Coloque la correa de transporte como se 
muestra en la ilustracién. 
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Push the pressure spring with your finger. 
Appuyer sur le ressort de pression. 

Die Druckfeder hineindriicken, 

Druk de veer naar buiten met uw vinger. 

Spingere la molia di pressione con it dito, 
Empuje ef resorte de presién con su dedo. 


Insert into the hook boss, slide toward tht 
front, and remove your finger. 

Insérer dans la bosse du crochet, coulisse 
vers |'avant et retirer le doigt. 

Den Haltehaken aufsetzen, zur Geratevor 
derseite schieben und die Druckfede 
freigeben, 

Druk de klem op het lipje, schuif hem naa 
voren en faat uw vinger los. 

Inserire l’estremita de! gancio, farlo scorren 
verso la parte antertore e togliere il dito. 
Introduzca el resorte en el resalto, deslicel 
hacia adelante y retire el dedo. 


je To DC 9 V jack 
Fig. 4 Vers la prise CC 9 V 


To wail power outlet 
Vers une prise secteur 


Abb. 4 = Zur Adapteranschiu&buchse (DC 9 V) Zur Netzsteckdose 
Naar de DC 9 V ingang 
Alla presa a CO 9 V 
Ala toma DC SV 


indicateur 
Batterieladeanzeige 
Lamp 

Spia 

Lampara 


Naar een stopkontakt 
Ad una presa di rete 
A ta toma de corriente de ta pared 


AC adaptor 
Adaptateur CA 
Netzadapter 

AC adapter 
Adattatore CA 
Adaptador de CA 


CHARGE switch 

Commutateur CHARGE 
Batterieladeschalter (CHARGE) 
CHARGE schakelaar 
Commutatore di carica (CHARGE) 
Conmutador de carga (CHARGE} 


i Car audio 
Fig. 7 Autoradio 


Abb. 7 Autoradio 
Auto-audio 
Autoradio 
Equipo de audio de automévil 


Ww 


To LINE OUT 

Vers LINE OUT 

Zum Audiosignalausgang (LINE OUT) 
Naar LINE OUT. 

Verso LINE OUT 

A LINE OUT 
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Unpacking 

Unpack the unit carefully and make sure that all accessories and cables are put aside 
so they will not be lost. 

Examine the unit for any possibility of shipping damage. If your unit is damaged or fails 
to operate, notify your dealer immediately. If your unit was shipped to you directly, notify 
the shipping company without delay. Only the consignee (the person or company receiv- 
ing the unit) can file a claim against the carrier for shipping damage. 

We recommend that you retain the original carton and packing materials for use should 
you transport or ship the unit in the future. 


CAUTION: Use of controls or adjustments or performance of pro- 
cedures other than those specified herein may result in hazardous radi- 
ation exposure. 


in compliance with Federal Regulations, following are reproductions of 
labels on, or inside the product relating to laser product safety. 


KENWOOD CORPORATION 
SHIONOG! SHIBUYA BUILDING 17-5, 2-CHOME, 
SHIBUYA, SHIBUYA-KU, TOKYO, JAPAN , 


KENWOOD CORP. CERTIFIES THIS EQUIPMENT 
CONFORMS TO DHHS REGULATIONS NO. 21 CFR 
\ 1040, 10, CHAPTER 1, SUBCHAPTER J. 


Sak 


p= = 
Location: Bottom 

CRatoe Se ee Ee | 
1 DANGER \ 
| INVISIBLE LASER RADIATION WHEN OPEN 
; AND INTERLOCK FAILED OR DEFEATED. | 
\ AVOID DIRECT EXPOSURE TO BEAM. t 


Location: Inside, surface of disc lid. 


4 opc-56 


Before applying power of AC adaptor 


Important! 

USA, UK, Canada, Europe and Aus- 
tralia 

Unit shipped to the above are not 
equipped with an AC voltage selec- 
tor switch and the discussion of such 
a switch that follows shouid be dis- 
regarded. 


All other countries 

AC adaptor shipped to countries other 
than the above are equipped with an 
AC voltage selector switch on the top 
cover. Refer to the following para- 
graph for the proper setting of this 


switch. 


AC voltage selection 

AC adaptor operates on 115 volts or 230 
volts AC. Before connecting the power 
cord to your AC outlet, make sure that 
the setting position of this switch 
matches your line voltage. ff not, it must 
be set to your voltage in accordance with 
the following direction. 

Note: 
Our warranty does not cover damage 
caused by excessive line voltage due to 
improper setting of the AC voltage selec- 
tor switch. 


115 V-230 V 115-2309 
This shows switch This shows switch 
fever is locked in lever is locked in 
AC 115 V~ posi- AC 230 V~ posi- 
tion. tion. 


Move switch fever to match your line voltage 
with a small screwdriver or other pointed 
tool, 


AC voltage selector switch 


Fig. 1 


Before plugging in this unit, make sure 


that the position of the AC Voltage 
Selector conforms to your line (mains) 
voltage. If not, it must be reset. See 
Fig. 1. 


For United Kingdom 
The mains piug must be removed from the wail 
socket prior to any internal examination. 


important 
The wires in this mains iead are coloured in ac- 
cordance with the following code: 
Blue... Neutral 
Brown .. Live 


The wires in this mains lead must be connected 
to the terminals in the piug as follows: 


Wire colour Plug terminal marking 
N or Black 
AL or Red 
OE 
Brown to | 
tive 
aive to 1 L 
Neutral | ¥y 
Plug ——j— 
Notes: 


Tlf a 13-amp plug is used, this must be fitted with 
a 5-amp fuse. 

2iif a 3-pin plug with earthing contact is used, 
no wire must be connected to the E terminal, 


WARNING: 
TO PREVENT FIRE OR ELECTRIC 
SHOCK, DO NOT EXPOSE THIS 
APPLIANCE TO RAIN OR 
MOISTURE. 


WARNING NOTICE: 


IN MOST CASES IT IS AN INFRINGE- 
MENT OF COPYRIGHT TO MAKE 
COPIES OF TAPES OR DISCS 
WITHOUT THE PERMISSION OF 
THE COPYRIGHT OWNERS. ANY- 
ONE WISHING TO COPY COMMER- 
CIALLY AVAILABLE TAPES OR 
DISCS SHOULD CONTACT THE 
MECHANICAL COPYRIGHT PRO- 
TECTION SOCIETY LIMITED OR THE 
PERFORMING RIGHTS SOCIETY 
LIMITED. 
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Before operating the unit (precautions) 


Avoid placing the unit in the following places. 

® Under direct sunlight or near a source of heat such as a heater. 
Especially, never leave the unit in a closed automobile, or on the dashboard or par- 
cel shelf. 

© Near a source of strong magnetism, such as a magnet or speaker. 

On an unstable shelf or in a place subject to frequent vibrations. 

e® Where there is excessive dirt or moisture. 


° 


Also observe the following to avoid a malfunction or damage to 
the unit. 

® Do not remove the case or attempt to disassemble the unit. 

* Do not touch the disc surface or lens. 

* Do not drop or apply strong shock to the unit. 


in case of abnormal smell 


e |f an abnormal smell or smoke is detected, immediately turn the power OFF and 
pull out the power cord, Contact your dealer or nearest service station. 


Note on condensation 

© When the room or car compartment heater is first turned on, or when there is much 
vapor or moisture in the air, dew may condense on the internal fens of the unit, 
causing a malfunction. In this case, set the POWER switch to OFF, leave the unit 
for at least an hour, then insert a disc and try again. 


Notes on headphones 

e AsaCD contains very little noise, the listener tends to increase the volume level 
too high. To protect your ears from too strong of a stimulation, be careful to adjust 
the headphone volume to an optimum level. 

* For safety in traffic, do not use headphones while driving an automobile, riding a 
bicycle, etc. 

© Be careful not to fall asleep while listening to music through headphones. 
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Controls, connectors and indicators <rig. 2> 


@ Lid 
To insert or take out a disc, open the 
lid by pressing the OPEN button. 

@ DC 9 V power supply jack 
Used to connect the provided AC 
adaptor. Although a commercially- 
available car power adaptor can also 
be connected here, be very careful of 
the @/O polarity of the connector, its de- 
sign, the power capacity, etc., for these 
do not always match the characteristics of 
this unit. 

@ CHARGE lamp 
This lamp lights when power is be- 
ing directed to the rechargeable bat- 
tery. During charging, the light 
brightness increases as the charge in- 
creases. 

@ CHARGE switch 
Set to ON to charge the rechargeable 
battery. 

© POWER switch 
Set to ON to turn on the power of the 
unit. 

© LINE OUT jack 
Used to connect a home audio sys- 
tem (with the provided connection 
cord), or a car audio system (with the 
provided Car Audio Cassette 
Adaptor). 

@ PHONES jack 
Connect headphones here. 

VOLUME control 
Turn to adjust the sound volume. 

@© OPEN button 
When this button is pressed, the lid 
is unlocked and opened a little. 

PLAY/PAUSE button 
When a disc has been inserted, press 
this button to start playback. Press~ 
ing the button during playback causes 
it to pause temporarily. 


@ STOP button 
When this button is pressed during 
playback or when paused, it is com- 
pletely stopped. 

@ @® F-SKIP (Pi) and R-SKIP 
{<4} buttons 
When one of these buttons is press- 
ed the playback position skips to the 
beginning of the track {tune) before 
or after the current track being 
played. 
To play a track after the current track, 
press the 1 button for the same 
number of times as the difference be- 
tween the desired track and the cur- 
rent track, When the Ist button is 
pressed once, the currrent track is 
played from the beginning: afterward, 
the playback position skips to the 
previous track every time the kid but- 
ton is pressed. 
When one of these buttons is held 
depressed, the playback position is 
fast-forwarded (5 button) or fast 
reversed (H@ button): normal play- 
back resumes from the position 
where the button is released. 

REPEAT button 
When this button is pressed, the one- 
track repeat or all-track repeat func- 
tion is activated. 

® Display 
The LCD shows all necessary infor- 
mation, including the playing time 
and track No. 
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How to attach the carrying belt 


® Attach the carrying belt as shown in the Fig. 3 


Notes on the power supply <r. 4> 


Before operating the unit, be sure to charge the rechargeable battery. 

® To turn on the power of the unit, set the POWER switch to ON. 

@ When the unit is not used, be sure to set the POWER switch to OFF (otherwise, 
the battery will be exhausted and its service life may be shortened). 


& How to charge the rechargeable battery 


Connect the provided AC adaptor as shown in the illustration, and set the CHARGE switch 

to ON. (The charging time will be longer if the battery is charged while the unit is being 

operated.} 

@ When the CHARGE switch is set to ON with the AC adaptor connected, the CHARGE 
lamp lights momentarily. 

e Charging shouid be completed in about 4 hours, at which time the CHARGE lamp 
is lit brightly. 
When the battery is not to be charged, be sure to set the CHARGE switch to OFF. 
The lamp is not lit at the beginning of charging, but it grows brighter as the charge 
increases. 


& How to operate the unit using the provided AC adaptor 
To operate the unit on a household power supply, connect the AC adaptor as shown 
in the illustration 
Cautions: 
© Donotleave the AC adaptor connected with the CHARGE switch set to ON, other- 
wise the battery will be overcharged and its performance degraded. 


e When the unit is not to be used, be sure to disconnect the AC adaptor from the 
power outlet. 


To avoid electrical hazards 


e When the unit is to be powered on a household AC power supply, be sure to use 
the provided AC adaptor, If a different type of AC adaptor is used, the unit could 
be damaged. 

© When the AC adaptor is not to be used, be sure to disconnect it from the power outlet. 

*® When disconnecting the AC adaptor plug from the set, be sure to grasp the plug, 
and do not pull on the cord. 

e Do not touch the unit with wet hands. 
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Playback of a compact disc 


Before starting playback, set the VOLUME contro! to the ‘’0’" position. 
As a Compact Disc contains very little noise, a sudden loud sound could be output if 
the VOLUME control is adjusted too high: this could cause serious damage to your ears, 


1 


EPreparation <Fig. 5> 

Connect the headphones to the PHONES jack. 

Press the OPEN button to open the lid. 

Insert the disc with the labeled side facing up. 

Close the lid securely, until a click sound is heard. 

Set the POWER switch to ON. The number of tracks (tunes) contained on the disc 
and its total playing time will appear on the display. (The display shows “’00"’ when 
no disc has been inserted.) 

Normal playback 


Press the PLAY/PAUSE button. 
The disc is played from track No. 1. 


2 Adjust the volume with the VOLUME controi. 
3 To pause playback temporarily, press the PLAY/PAUSE button again. (The PLAY 


& indicator blinks during a pause.) 


4 To stop playback, press the STOP button. 


1 


Skip, fast-forward and fast-reverse operations 
When the F-SKIP BP button is pressed, the same number of tracks (tunes) as the 
number of times the button is pressed are skipped in the forward direction. When 
the F-SKIP ®B1 button is held depressed, the playback position is fast-forwarded 
until the button is released: playback resumes from the position where the button 
is released. 


2 When the R-SKIP button tt is pressed, the playback position returns to the begin- 


ning of the track (tune) being played with the first press. Afterward, the same num- 
ber of tracks (tunes) as the number of times the button is pressed are skipped in 
the reverse direction, When the R-SKIP << button is held depressed, the playback 
position is fast-reversed until the button is released: playback resumes from the po- 
sition where the button is released. 


© The F-SKIP Bi and R-SKIP It buttons can also be pressed in stop mode in order 


iS) 


a) 


to start playback from a desired track (tune). 


Speco playback 

All tracks on the disc or one specific track on it, can be played repeatedly. 
When the REPEAT button is pressed once, ‘‘ONE"’ appears on the display, and the 
track being played is repeated endlessly (one-track repeat). 

When the REPEAT button is pressed once more, ‘‘ALL’’ appears on the display, 
and all tracks on the disc are played repeatedly (all-track repeat). 

When the REPEAT button is pressed once more again, “‘ALL"’ disappears from the 
display, and repeat playback is canceled. 


© Repeat playback can be activated even when the unit is in stop mode. 
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8 cm single CD can also be played. 
This unit can play 8 cm single CDs directly without using an adaptor. 
Caution: 


© Do not use an adaptor sold for other models (otherwise the CD or this unit may be 
damaged.}. 


Display description <ris. «> 


@ Track display/Lo indicator 
During track readout : Total number of tracks is displayed. 
During playback : The track No. being played is displayed. 

° As the Lo indicator, ‘Lo’ appears when the battery has been discharged to request 
charging. 

@ PLAY indicator 
During playback : Appears. 
During pause : Blinks. 

@ REPEAT indicator 
During one-track repeat : Appears. 

@ REPEAT indicator 
During all-track repeat : Appears. 

© Time display 
During track readout : Total playing time of the disc is displayed. 
During playback : Elapsed time of the track is displayed. 


€D playback in an automobile <rs. 7> 


© By using the provided Car Audio Cassette Adaptor (CAC-1), the CD playback sound 
can be played through your car stereo. (For details on this operation, please read 
the instruction manual provided with the CAC-1.) 


Cautions: 
e The CAC-1 cannot be used with some car audio cassette models. 


© Do not leave the unit in a closed automobile where the temperature is expected to 
be high. 


© Place the unit on a soft place where automobile vibrations are not easily transmitted. 
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Playback through a home audio system 


By using the provided home audio connection cord, the superb CD sound can also be 
enjoyed from the speakers of your home audio system. 


© Power is supplied through the provided AC adaptor. 

° Connect the provided connection cord to the LINE OUT jack of this unit, the white 
plug to the Left jack of the amplifier’s CD or AUX input, and red plug to the Right 
jack. (Do not connect to the PHONO jacks.) 


Cautions: 

© Before making connections, be sure to turn the amplifier power off. 

© if the CD player interferes with radio or TV reception. Place the CD player away from 
the radio or TV, or disconnect the power to the CD player. 


Simple care and maintenance 


Cleaning the cabinet 
When the cabinet gets dirty, wipe it with a dry cloth. If the stain is so serious that it 
cannot be removed with a dry cloth, moisten the cloth with a smail amount of water. 
After wiping with the moistened cloth, do not forget to remove the moisture with a dry 
cloth, 


Cleaning the lens 
Clean the lens carefully, using a commercially-available camera lens blower, etc. 


BiCare and maintenance of discs 

If dirt or dust is attached to the playing surface of a disc, clean it carefully using a 
commercially-available CD cleaning cloth, etc. 

When wiping the disc, be sure to wipe it in a radial direction, as shown in the illustra- 
tion. (Do not use a record cleaner for ordinary disks.) 

Avoid leaving discs under direct sunlight or in a place where the temperature is high. 
When a disc is not to be used for a long period of time, do not leave it in the CD player. 
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Specifications 


Tracking system 

Laser oscillator 

D/A conversion 
Frequency response 
Total harmonic distortion 
Signal-to-Noise ratio 
Channel separation 
Wow & flutter 

Output terminals 


input terminals 


Output level 

Line output 

Power consumption 
Power supply 


Battery life 
Charging time 
Dimensions 
Weight 
Accessories 


: 3-beam 
: Semiconductor laser 


16-bit, linear 


: 20 to 20,000 Hz, +1 dB 

: 0.05% (at 1 kHz) 

: 90 dB {at 1 kHz) 

: 75 dB {at 1 kHz) 

: Below measurable limit 

: PHONES jack, LINE OUT jack (3.5 mm ster 


mini jack) 


: DC IN (external power supply) jack 5.5 mm 


dia. center negative) 


1 20 mW+ 20 mW (16-ohm, at 1 kHz) 


1 V (10 k-ohm) 


:24W 
: 6 V OC built-in rechargeable lead acid batte 


120 V AC 60 Hz (U.S.A. and Canada type, 
using the provided AC adaptor), 116/230 V 
AC, 50/60 Hz {All other type, using the pro 
vided AC adaptor), 220 V AC, 50 Hz (Europ 
type, using the provided AC adaptor) or 24( 
AC, 50 Hz (UK type, using the provided AC 
adaptor) 


: About 3.5 hours (continuous repeat playbac 
: Approximately 4 hours 


129 x 163 x 39 mm (main body) 


: 660g 
: Connection cord x 1 


AC adaptor x 1 
Carrying beltx 1 
Car audio cassette adaptor (CAC-1}x 1 


For improvement, the design and specifications are subject to change without noti 
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